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A

LED MODULE

SPECIFICATIONS:
INPUT VOLTAGE RANGE: 10-30VDC
CURRENT DRAW: 0.4A AVG, 0.8A PEAK @ 12.8VDC
NV NOMINAL PEAK WAVE LENGTH OUTPUT: 401nm
OPERATING TEMPERATURE RANGE: -40C TO 55C

CONNECTIONS:
22 GAGE RED 7" +/- 0.5" : POWER
22 GAGE BLACK 7" +/- 0.5": NEGATIVE
22 GAGE GREEN 7" +/- 0.5": MODE SELECT
22 GAGE WHITE 7" +/-0.5" N/A

INSTALLATION:
2 HOLE MOUNT:  4.50" 

MATERIAL:
MODULE DC LENS: POLYCARBONATE
MODULE HOUSING:POLYCARBONATE
MOUNTING HARDWARE: 
#6 x 5/8" PHIL PAN BLACK STAINLESS STEEL SCREWS
MOUNITNG GASKET: EPDM FOAM RUBBER

REQUIREMENTS:
FLASH BY EXTERNAL DEVICE: IN DUMMY MOE

                 PATTERN: STEADY WITH SLOW BURSTS
DAY NIGHT MODE: FOR STEADY WITH SLOW BURST ONLY

PRODUCT LABEL:
WHITE POLYESTER STOCK 1.5" X .50"
BLACK PRINT, RED GROTE LOGO

INDIVIDUAL PACKAGING: APPROXIMATELY 55g(1.94oz.)
INDIVIDUAL WHITE BOXES
MODEL INFORMATION PRINTED ON LABEL
COLOR FAMILY IMAGE (ARTWORK TO BE SUPPLIED)
MODEL BAR CODE PRINTED ON LABEL

MASTER PACKAGING: APPROXIMATELY 600g(21.2oz.)
10 PER MASTER CARTON

BULK PACKAGING:
25 PER PACK
NO INDIVIDUAL PACKAGING; FOR CLAMSHELL ONLY

INSTRUCTION SHEET:
      1 PROVIDED (ENGLISH, FRENCH, SPANISH)

#   INSPECTION ITEMS
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REV. ECR DESCRIPTION DATE

MODEL NUMBER DESCRIPTION CERT MARKING UPC MASTER UPC

79276 NON-VISIBLE, PEREMITER LIGHT N/A 089373 03344 0 089373 03343 3

79276-3 NON-VISIBLE, PEREMITER LIGHT N/A 089373 03345 7 N/A PERIMETER LIGHT
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