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ULB48-TD LINEUM X™  
TRAFFIC DIRECTOR

•    Lineum X™ technology offers Dual-Color interior 
undercover traffic director bar

•  One hundred twenty high intensity, Star Generation  
IV LEDs

•  Options to flash outer LEDs with 6 or 8 heads of Traffic 
Director

•  Perfect for undercover or unmarked vehicle applications
•  Inputs: left (note: left + right = center out), right, flash 

Amber, level 1 pattern - color two LEDs, level 2 pattern  
- color 2 LEDs, pattern/dim wire

•  31 customer selectable warning patterns, 5 phases,  
and 13 head enable settings

•  User programmable head enable
•  User programmable phase
•  Programmable cycling between warning and Traffic 

Director patterns 

•  Clone seetings between units
•  Low profile - Less than 1” high
•  Interior applications only
•  Low power dimming feature
•  Designed to mount in rear window  

(but could be used in front window)
•  12’, 8 conductor wire harness
•  9 Traffic Director patterns
•  Dimension: 15/16”H X 42’’W X 4 ¾”D
•  Voltage: 10-16V DC
•  Weight: 4 lbs.
•  Amp draw: 6.5 amps (average), 13 amps (max)

•  Traffic Director color 1:  

•  Color 2:           

FOR MORE INFORMATION  
VISIT OUR WEBSITE.
STARSAFETYTECHNOLOGIES.COM
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Dual-Color

ULB48-TD

FEATURES & BENEFITS

PART DESCRIPTION

274-ULB42BKT Universal, front and rear mount kit (included)

274-ULB42-5 Chevy Caprice rear mount kit

PART DESCRIPTION

ULB48-TD Lineum X™ Dual-Color Traffic Director Phantom, interior LED lightbar

MOUNTING BRACKETS:

MODEL NUMBERS/DESCRIPTIONS:

Dual-Function

EXTREMELY SLIM  PROFILE


