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Operation 
 

The 292LED-RC has been designed for easy operation.  A three position switch 
(center off) controls the light.  With the base facing up, as pictured below, 
moving the switch to the left will activate the LED “Spot” bulb, and moving the 
switch to the right will activate the incandescent “Signaling” bulb. 
 

 

 

 SPOT: A narrow beam designed to 
illuminate objects in the distance 
(similar to a flashlight). 

 

 SIGNAL: A widely dispersed light used for 
signaling or to illuminate the 
immediate area. 

 
 

 

 

Battery Replacement 
 

1. The Model 292LED-RC uses a rechargeable  
6-Volt spring terminal battery available from 
Star (Ask for Part #8100RC). 

 

2. Hold the lantern firmly in one hand with the 
base facing upward (shown to the right).   

 

3. Using the other hand carefully unscrew the 
head in a counterclockwise motion and lift it 
straight off.  Remove the battery and 
recharge it (or replace it).   

 

4. Once the battery has been 
recharged or replaced, reinstall 
the base. 

 
 

Bulb Replacement 
 

The 292LED-RC comes with three bulbs, 
the spot bulb, the signaling bulb, and a 
spare signaling bulb (see diagram to right). 
 
1. Use of the wrong bulbs in the 

292LED-RC may result in reduced 
bulb performance, damage to the 
bulb, and/or damage to the lantern 
itself.   

 

The spot bulb is an LED bulb and 
the signaling bulb is an 
incandescent bulb. 

 

2. Hold the lantern firmly in one hand 
with the handle facing downward 
and the base facing upward.   

 

3. Turn the reflector assembly or signal bulb holder (depending upon which one you are 
replacing) approximately ¼ turn counterclockwise and lift it straight off, exposing the bulb. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. Remove the bulb by gently lifting it straight out of the spring.  CAUTION: Do not tug at the 
bulb!!!  If it does not easily lift straight out of the spring, carefully turn the bulb in a clockwise 
motion and try again.   

 

5. Reinstall the replacement bulb by setting it inside the 
spring.  If you are replacing the signal bulb, you should 
check the center contact spring to be sure it is seated 
properly (see diagram to right).  

 

6. After the bulb has been properly inserted, reinstall 
the reflector assembly or bulb holder by aligning both 
the bulb with the hole in the reflector or the hole in 
the holder and by aligning the latch nibs on the 
reflector assembly or bulb holder with the slots on  

 the surface of the base.  Complete the installation by turning the reflector assembly or bulb 
holder approximately ¼ turn clockwise to lock it securely in place.   
 

CAUTION : Do not over tighten.  This may result in damage to the base and/or reflector 
assembly or bulb holder. 

 

If you have any questions concerning this or any other Star product, 

please contact our Customer Service Department at (585) 226-6978. 
 

 

 
 

 

Turn & Lift

Turn & Lift

Please read all of the following instructions before 
operating your new Starlite 292LED-RC. 

SPOT - OFF - SIGNAL

INCORRECT
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