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ULB9LDC MINI 
PHANTOM

FEATURES & BENEFITS

FOR MORE INFORMATION  
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PART DESCRIPTION

ULB9LDC-** 12’ cord and cig. plug with dual On/Off switches

ULB9LDC-1-** Hardwood 12’ cable, synchronizable
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ULB9LDC

THE ULB9LDC DUAL-COLOR MINI PHANTOM 
 UNDERCOVER INTERIOR LED LIGHT

Head liner bracket - sold separately 
274-ULB9CH

Close up of the ratchet clipsFlash back hood - included
ULB9-HOOD-1

Mounting kit - sold separately 274-ULB9BKT

Deck mount
274-ULB9MMC

Mirror mount
(2) DL15-CUP

Suction cup mount

•   The Lineum X™ technology offers an all Dual-Color and
Dual Function mini interior light

•   Twenty-four mid Power LEDs
•   Flat front design hugs window for minimal flashback;

great  for side and rear vertical windows
•   Ratchet clip mounts allow for maximum angle adjustability
•   White takedown/pursuit lights
•   Twelve patterns in each of two phases, plus Steady-On
•   Split output functionality (Left/Right flashing) standard,

programmable for “full” mode
•   Independent user selectable color activation
•   Extremely lightweight

•   Hardware version is available for S-Link System™
synchronizing capabilities with other Star LED units

•   US Patents (D710,726, D774,686, and 9,487,131)
•   For interior applications only
•   Slim profile
•   Dimensions: 11/16” H x 10 15/16 ”W x 13/8”D
•   Voltage: 10-16V DC
•   Amp draw: 1.3 amps (average), 2.5 amps (max)
•   Takedown color: 
•   Colors:
•   Approvals: SAE J595 Class I (Amber, Blue, Red, White)

SAE J595 Class II (Red/Blue split)


