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A

LED MODULE

SPECIFICATIONS:
INPUT VOLTAGE RANGE: 10-16VDC
CURRENT DRAW: .2A AVG, .4A PEAK @ 12.8VDC
OPERATING TEMPERATURE RANGE: -40C TO 55C
CONNECTION: 8 INCH (MIN.) WIRES EXITING UNIT.
PERMANENT MOUNTING 2 HOLES PATTERN.

MATERIAL:
MODULE LENS: POLYCARBONATE
MOUNTING HARDWARE: STAINLESS STEEL
MODULE HOUSING: POLYCARBONATE
MOUNITNG GASKET: EPDM FOAM RUBBER

CONNECTIONS:
22 GAGE YELLOW WITH GREEN: COLOR 2 FLASH
22 GAGE YELLOW WITH BLACK: COLOR 1 FLASH
22 GAGE YELLOW WITH RED: N/A
22 GAGE BLACK: NEGATIVE
22 GAGE GREEN: PATTERN SELECT
22 GAGE WHITE: SYNCHRONIZATION

MODEL COLORS: SEE CHART 1

REV. ECR DESCRIPTION DATE

CHART 1
MODEL CLASSIFICATION

DLITDC-AB SAE J595 CLASS 1
DLITDC-AR SAE J595 CLASS 1
DLITDC-AW SAE J595 CLASS 1
DLITDC-BW SAE J595 CLASS 1
DLITDC-RB SAE J595 CLASS 1
DLITDC-RW SAE J595 CLASS 1

DLIT DC EARLESS
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STAR HEADLIGHT & LANTERN CO., INC.
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TAUNLESS OTHERWISE SPECIFIED
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